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Figure 21 - Tow-bar Diagram to lllustrate § 393.17
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Lamps may be combined as permitted by § 393.22. The color of
exterior lighting devices and reflectors shall conform to requirements of § 393.11

(49 U.S.C. 304, 1655; 49 CFR 1.48(b) and 301.60)

[40 FR 36126, Aug. 19, 1975, as amended at 47 FR 47837, Oct. 28, 1982; 70 FR 48044, Aug. 15, 2005]

§393.19 Hazard warning signals.

The hazard warning signal operating
unit on each commercial motor vehicle
shall operate independently of the igni-
tion or equivalent switch, and when ac-
tivated, cause all turn signals required
by §393.11 to flash simultaneously.

[70 FR 48046, Aug. 15, 2005]

§393.20 [Reserved]

§393.22 Combination of lighting de-
vices and reflectors.

(a) Permitted combinations. Except as
provided in paragraph (b) of this sec-
tion, two or more lighting devices and

reflectors (whether or not required by
the rules in this part) may be combined
optically if—

(1) Each required lighting device and
reflector conforms to the applicable
rules in this part; and

(2) Neither the mounting nor the use
of a nonrequired lighting device or re-
flector impairs the effectiveness of a
required lighting device or reflector or
causes that device or reflector to be in-
consistent with the applicable rules in
this part.

(b) Prohibited combinations. (1) A turn
signal lamp must not be combined opti-
cally with either a head lamp or other
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